Certificate of Compliance

Certificate: 2448214 Master Contract: 253831
Project: 2448214 Date Issued: September 26,2011

Issued to: Hyperline Systems Canada
1877 Mayors Way
Greely (Ottawa), ON KO0OA 2P0
CANADA

Attention: Mr. Gregory A. Shields

The products listed below are eligible to bear the CSA Mark shown
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PRODUCTS
CLASS -5731 01 - CABLE - Communications

Communications Cables, Types CM, CMR and CMG, 2-4 pairs with HDPE insulated conductors, optional shield,
and overall PVC jacket, rated 75C.

APPLICABLE REQUIREMENTS

CSA-C22.2 No. 214-08 Communications Cables
MARKINGS

Submittor's name or CSA Master Contract No. 253831
Type designation;
Temperature rating, “75C”;
Conductor size (if all the conductors are the same size) or the quantity and size of each (if the cable
contains a mixture of AWG sizes), and the
e CSA Monogram (or alternatively the word marks "CSA").

Optional Markings: The term “FT4" (for Type CMG), the sequential length marking and the manufacturer’s
designation (UTP or STP)




Certificate: 2448214 | Master Contract: 253831

Nt
CSA INT 0
Project: 2448214 /___M_ Date Issued: September 26, 2011

Type of Marking: Ink, indented or embossed printing on the outside surface of the overall jacket.

Marking on Tags and Packages: The following information shall be on a tag affixed to each shipping length of
cable, its reel or carton:
¢  Submittor's identification;

Type designation;

Conductors trade size;

Number of conductors or pairs;

Date of manufacture by month and year; and the

CSA Communication Cable Label.

Note: Jurisdictions in Canada may require markings to be also in French. It is the responsibility of the
Manufacturer to provide bilingual marking, where applicable, in accordance with the requirements of the
Provincial Regulatory Authorities.






