
Part no. FO-FTTH-IN9A2-48-LSZH-R

PRODUCT DESCRIPTION

APPLICATIONS

•	 The cable contains 48 color-coded Bend Insensitive Single 
mode optical fibers (ITU-T G.657 A2) with easy stripping 
buffer protection (900 microns). The outer jacket incor-
porates two dielectric strength elements (in parallel) and 
an outer HFFR jacket completes the cable construction. 
For safe mid sheath entry the location of the FRP strength 
elements is indicated by continuous notches on the cable 
jacket.

Fiber Optic Fiber to the Home Low Smoke Zero Halogen 

•	 Distribution to Riser cabling
•	 FTTH Feeder
•	 Riser cabling
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INSTALLATION 

•	 Guidelines as per IEC 60794-1-1 Annex A

STANDARD COMPLIANCES 

MATERIALS AND CONSTRUCTION  

Buffer Material FR-LSZH

Tube Diameter 0.9 μm

Conductor Color Code Fiber Color Code

Cabling Parallel

Strength Elements Dielectric Strength Messenger

Number of fibers 48

Outer Jacket Color Ivory

Outer Jacket Material HFFR

Outer Diameter 14.5 mm nom

Weight 125 kg/km
Marking Per Hyperline Standard 

•	 IEC 60794, EIA/TIA-455, ASTM G154
•	 Flammability: IEC 60332-3

Optical Fibers

HFFR Jacket 

Dielectric Strength 
Elements 
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ORDERING

Part Number Product Description

FO-FTTH-IN9A2-48-LSZH-R Fiber to the home, 48 core Low Smoke Zero Halogen

Note: For different core amounts please contact our sales team 

Tensile Strength - Short Term 600 N max.

Tensile Strength - Long Term 360 N max.

Impact Resistance cycles

Max. Crush Resistance 100 N/cm

Min. Bend Radius for Installation 10xD mm

Min. Bend Radius for Operation 10xD mm

Max. Operating Temperature +70 °C

Min. Operating Temperature -20 °C

Max. Installation Temperature +70°C

Min. Installation Temperature -20 °C

Max. Storage Temperature +70 °C

Min. Storage Temperature -40 °C

UV resistance Yes 

PERFORMANCE  

Unit color: buffer color and ink mark/fiber color:

1.red+/red 2.blue+/blue 3.dark green+/green

4.yellow+/yellow 5.violet+/violet 6.white+/white

7.orange+/orange 8.grey+/grey 9.brown+/brown

10.light green+/black 11.turquoise+/turquoise

12.pink+/pink 13.red++/red 14.blue++/blue 15.dark

green++/green 16.yellow++/yellow

17.violet++/violet 18.white++/white

19.orange++/orange 20.grey++/grey

21.brown++/brown 22.light green++/black

23.turquoise++/turquoise 24.pink++/pink

25.red+++/red 26.blue+++/blue 27.dark

green+++/green 28.yellow+++/yellow

29.violet+++/violet 30.white+++/white

31.orange+++/orange 32.grey+++/grey

33.brown+++/brown 34.light green+++/black

35.turquoise+++/turquoise 36.pink+++/pink

37.red++++/red 38.blue++++/blue 39.dark

green++++/green 40.yellow++++/yellow

41.violet++++/violet 42.white++++/white

43.orange++++/orange 44.grey++++/grey

45.brown++++/brown 46.light green++++/black

47.turquoise++++/turquoise 48.pink++++/pink


